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New Generation Aircraft
Vacuum Toilets

The latest advancement of aircraft vacuum
toilet technology, Monogram Systems’
Orbital 2 Vacuum Toilets combine service-
proven components with innovative design
concepts to provide the highest level of
performance and reliability in the industry.
The heart of the unit is the Orbital Flush
Valve - the only vacuum toilet flush valve to
successfully complete a 6,000,000 life-cycle
test.

BENEFITS SPECIFICATIONS

Light-weight construction Modular components for WEIGHT

OUQBCB _Um_\—no_‘._‘jmjﬁm mmw<_ﬁmNU___.n< ease 12.5 Ibs. (5.7 _AQV

. T . ELECTRICAL POWER REQUIREMENTS
High reliability Robust design 28 VDG, 2.5 amp. nominal

Low cost of ownership WATER SUPPLY REQUIREMENTS

Easy to install and remove 25-45 psig.
i OUTLET
from aircraft Standard 2.00" O.D. drain outlet

INLET
FEATURES Standard 0.5" O.D. rinse water inlet

Stainless steel bowl and pedestal for strength and durability
Composite flush valve and non-structural components for weight-
savings

Teflorr-coated bowl and lip-mounted rinse ring with multiple spray
nozzles combine for optimum bowl cleaning

“Wear-Bands” on rinse valve armature ensure reliable performance

No-adjustment rinse valve design operates reliably at low water
pressure and low flow conditions down to zero (0) PSI

Floating-poppet anti-siphon valve protects the potable water supply

Waterproof flush control unit with maintenance switch for easy drain
line access

High torque flush valve motor for maximum performance and
reliability
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