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BENEFITS

Safely manage inflight trash and create valuable galley space

Created cabin interior space allows for potential additional
passenger seating, increased duty free inventory generating
additional revenue and allows for expanded food and
beverage service

Allows operator to avoid fines/penalties for off-loading non
separated trash at applicable airports

Reduces maintenance costs due to corrosion and damage to
galley structures from wet, leaky trash bags

FEATURES

10:1 trash volume reduction and 3:1 equipment reduction (one
compactor installation replaces 3 full-size traditional trash
trolleys)

Powerful and service-proven hydraulic technology which
provides significantly higher reliability and compaction force
as compared to electromechanical mechanism

Corrosion-resistant structures
User-friendly LCD instruction and safety interlock systems
Fits into standard trolley envelope dimensions
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The Most Reliable and Economic
Compactor with Mobile Trolleys to
Support Separation for Recyclables

Monogram Systems’ inflight trash compactor
installations create additional cabin interior
space. This valuable galley space-savings
converts to additional revenue and economic
benefits to commercial airline operators
worldwide. The system allows for mobile
trash collection in the aisles and inflight trash

separation for recycling.

SPECIFICATIONS

DIMENSIONS 40.50" H x 12.00" W x
32.30" D, requires 2.32" galley mount
interface locking bracket

WEIGHT 200lbs (90.8 kg)
COMPACTION FORCE 12,000 Ibs.

COLLECTION TROLLEY (3 bins)
approximately 2.7 cubic feet of
compacted trash or the trash stowed
in 3 full-size traditional trash trolleys

MODEL 4000 115/200 VAC, 3-phase,
400 Hz, 1.732 KVA 5 amp. max.

MODEL 4010 maintains basic
specifications as the 4000 with
variable frequency power 115/200
VAC, 3-phase, 360 -800 Hz, 1.732 KVA,
5 amp. max.
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